3B12-304

.87
OFFSET

1747 OR 3/47
ASSEMBLY ELASTOMER AIR BUMPER

OFFSET AIR 3/87-16 UNC-2B NUMBER FITTING INCLUDED
FITTING x 5/8" DEEP
OPTIONAL TYPICAL 0OF &> 3B12-304|NAT, RUBBER |[L/4"-18 NPTF NO

OFFSET 2877

3B12-3030|NAT. RUBBER[3/4"-14 NPTF NO
OFFSET 2877

3B12-308 [NAT. RUBBER|L/4"—-18 NPTF NO
CENTERED

578933100 |NAT, RUBBER - [
OPTIONAL ey R
CENTERED AIR

FITTING

TP VIEW

13.07 MAX, 0O.D
AT 100 PSIG

9 O//
is e
RUBBER COLLARS -
(STDD
SPRING FEATURES:
* LOAD RANGE (ISOLATOR).............. 850-7100 Ib
* DESIGN HEIGHT RANGE (ISOLATOR)....11.0-15.0 in
* USEABLE STROKE (ACTUATOR).............. 13.3 in
18,07 MAX EXTENDED HT| .
277 COMPRESSED HT. ASSEMBLY WEIGHT. . ... ... ... ... ........... 15.3 Ib
© TEMPERATURE RANGES . . .. .. .. .
* FORCE TO COMPRESS AT O PSIG (APPROX.)....70 Ib
.07 ‘P;%

A

=

* NOTE: PRODUCT LIFE MAY BE SHORTENED WHEN
OPERATING AT OR NEAR EXTREME TEMPERATURES.
SEE TEMPERATURE RANGE GUIDELINES SECTION.

SIDE VIEW

RECOMMENDED MAX., TORQUE VALUES

3/87~16 UNC || 4015 y

NC
BLIND TAP
TYP. OF (4> AIR FITTING |A

300 -tk | 240 In-lb | 240 in-lb
3/8"-16 UNC-2B 25 ft-lb 20 ft-lb 20 fi-lb
x 9/8" DEEP

TYPICAL OF &
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3B812-304

GRAPHS FOR REFERENCE ONLY - USE THE CHART DATA BELOW FOR DESIGN WORK
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*NOTE: MAXIMUM INFLATION PRESSURE IS 100 PSIG. MAXIMUM JOUNCE PRESSURE IS 200 PSIG. IF YOUR APPLICATION WILL EXCEED
THESE LIMITS, CONSULT A GOODYEAR REPRESENTATIVE FOR APPLICATION ASSISTANCE.

CONSTANT PRESSURE CHARACTERISTICS DYNAMIC CHARACTERISTICS
Nominal Force (1) Hoight | Losd | Pressura | SRS | Natral Froquoncy

Assembly | Volume @ (in) (Ib/in) cpm Hz
Helaht (n) 100 PSIG () @20PSiG| @40PSIG| @ 60 PsiG| @sopsic| %0 1000 22 275 % 1.65
150 2000 41 455 91 1.52
18.0 1302 200 700 1350 2100 2900 3500 69 735 87 1.45
17.0 1261 460 1150 1900 2900 3800 5000 98 1010 84 1.40
16.0 1214 700 1500 2400 3500 4600 1000 18 280 100 1.67
15.0 1159 850 1800 2900 4000 5200 2000 33 435 88 1.47
13.0 1033 1150 2300 3600 5000 6400 13.0 3500 58 655 81 1.35
11.0 890 1350 2700 4100 5600 7100 5000 80 900 80 1.33
2.0 732 1500 2900 4500 6200 8100 6000 96 1070 79 1.32
7.0 568 1700 3500 5300 7300 9200 1000 15 275 98 1.63
6.0 486 1800 3700 5600 7600 9600 2000 29 450 89 1.48
4.7 383 2000 3900 5800 7900 10000 11.0 3500 51 680 83 1.38
5000 71 950 82 137
6000 85 1110 80 1.33
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